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MCM281/0215
GB

X6.420
	 STD	 LS*

X6.430
	 STD	 LS*

X6.440
	 STD	 LS*

HYDRAULIC HITCH

CONTROL FUNCTIONS: DRAFT, POSITION, INTERMIX, FLOAT POSITION   
ELECTRONICALLY-CONTROLLED HITCH   
LIFT CAPACITY WITH 2 ASSISTOR RAMS	 KG 5400 5400 5400
MAX. OPERATING PRESSURE 	 BAR 200 200 200
HYDRAULIC PUMP FLOW (HITCH + STEERING)	 L/MIN 	 66+38 	 66+38 	 66+38
CLOSED CENTRE SYSTEM PUMP FLOW (HITCH + STEERING)	 L/MIN 		  110+38 		  110+38 		  110+38
CAT. 2 THREE-POINT LINKAGE   
HYDRAULIC ADJUSTMENT OF TOP LINK AND RIGHT LIFTING ROD   

REMOTE VALVES STANDARD / OPTIONAL 	 3 / 5	 3 / 5 LS* 	 3 / 5	 3 / 5 LS* 	 3 / 5	 3 / 5 LS*
FRONT HITCH AND FRONT PTO (MAX. LIFT CAPACITY)	 KG 2500  2500  2500 

CAB AND DRIVING POSITION

“DELUXE” CAB / RADIO ADAPTOR   
MECHANICAL CAB SUSPENSION 	 	  	 	  	 	 

HEATING / VENTILATION   
AIR-CONDITIONING 	 	  	 	  	 	 

CLIMATE CONTROL 	 	  	 	  	 	 
AIR SUSPENSION SEAT 	 	  	 	  	 	 

DIMENSIONS AND WEIGHTS

FRONT TYRES  480/65R24 480/65R24 480/65R24
REAR TYRES  540/65R38 540/65R38 540/65R38
A - LENGTH 4WD 	 MM 4400 4400 4400
B - MIN. WIDTH 	 MM 2056 2056 2056
C - WHEELBASE 4WD	 MM 2540 2540 2540
D - HEIGHT OVER CAB 	 MM 2805 2805 2805
E - GROUND CLEARANCE   	 MM 420 420 420
WEIGHT IN RUNNING ORDER (WITHOUT BALLAST) 	 KG 4700 4700 4700

OPTIONAL EQUIPMENT

10 FRONT BALLAST WEIGHTS 42 KG EACH    

300 KG FRONT WEIGHT FOR HITCH   

Key:    standard    option   – not available   LS* Load Sensing
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